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ME Floor 2-layer Engineered Hardwood Flooring 
Product Information 

Construction 2-layer 
Top layer wood species Oak, American Walnut, Ash 
Core Birch moisture resistant plywood 
Finish UV Silk; Unfinished 
Joint T&G or Click 
Bevel Micro bevel; No bevel 
Grade Select; Nature; Character 
Picture   

Dimensions 
Total Thickness 12 – 20 mm 
Top layer Thickness 3 – 6 mm 
Core layer Thickness From 9 mm 
Width 50 – 300 mm 
Length 300 – 3 000 mm 

Finish 
Type UV cured 
Gloss Type Matt/ Semigloss 
Wear Resistance Not Rated (EN 438-2) 
Scratch Resistance Not Rated (EN 438-2) 
Slip Resistance 50 (SRVdry)(EN 15676) 
Resistance to chemicals Class 5 (Except blue ink) (EN 13442) 
Maintenance Maintenance free 
Repairability Easy 

Technical Information 
Characteristics (EN 14342) Deviations (EN 13489) 
Formaldehyde emission 
class 

E1 Deviation on Thickness ± 0,2 mm 

Pentachlorophenol None Deviation on Width ± 0,2 mm 
Thermal resistance 0,095 m2 K\W Height Difference < 0,2 % of width 
Thermal conductivity 0,158 W\(mK) Cup < 0,2 % of width 
Fire resistance Dfl-s1 Bow < 0,5 % of length 
  Spring < 0,1 % of length 

 


